
LED Surgical Headlights

https://www.goenova.com/surgical-headlights/


Q-SERIES HEADLIGHTS
feature superior brightness and 
uniform illumination spot  size.

You will receive pure white
homogeneous light for true

tissue rendition and the
best illumination for 

various surgeries.

We Pride Ourselves On...

POWER
Brightest lights,
longest battery life

INFECTION PREVENTION
No vents or fans, all headband 
surfaces treated with Aegis®  

VALUE
Exceptional quality at 

a lower cost

DURABILITY
Aluminum housing and
no moving parts

Try Enova LED Surgical Headlights for up to 30 days without risk or obligation



Q-SERIES COOL
Cool Light (6100K/CRI-75)

Adjustable Spot Size

QUANTUM
Exceptional Brightness

Illumination: 175,000-500,000 LUX 
Spot Size: 2” to 5” (5cm to 12cm)
Total Weight: 11oz (312gm)
Run-Time: Up to 10 hrs with a PP4

QUASAR
Most Versatile & Popular

Illumination: 115,000-300,000 LUX 
Spot Size: 2” to 5” (5cm to 12cm)
Total Weight: 6oz (170gm)
Run-Time: Up to 20 hrs with a PP4

QUBIT
Most Economical - Fixed Spot Size

Illumination: 80,000-210,000 LUX 
Spot Size: 2” (5cm)
Total Weight: 7oz (200gm)
Run-Time: Up to 20 hrs with a PP4
*Compatible with Beam Attachment Filter: 
allows Qubit to be semi-adjustable

Q-SERIES WARM
Warm Light (4500K/CRI-95)

https://store.goenova.com/collections/surgical-headlights/products/quantum-cool-xlt-250a-led-premium-headlight-system?variant=39881744744612
https://store.goenova.com/collections/surgical-headlights/products/xlt-150a-led-premium-headlight-system?variant=39881743663268
https://store.goenova.com/collections/surgical-headlights/products/xlt-105f?variant=41481899278562


To learn more about how Enova can help you see better, so you can perform better, 
visit www.goenova.com, call 651.236.8857, or email sales@goenova.com.
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